
Product Data

Iloform™ 7425
Chlorine Free Vanishing Oil

Description
Castrol Iloform™ 7425 is a low viscosity vanishing oil, based on a non-aromatic, hydrocarbon base with a light color and
mild, oily odor. It is a non-staining product which evaporates completely, leaving no residues.

Application
Iloform 7425 is designed for use on electrical steel and fin stamping applications. It can also be used for light duty
stamping and drawing of thin gauge material.   
Iloform 7425 is a good choice for the manufacture of wires and parts which are to be painted or coated without first being
cleaned. It is compatible with ferrous, zinc galvanized, aluminum, and yellow metals. 
 
Iloform 7425 is intended for application as received, by flooding, rolling or dipping.

Advantages
Sheeting action allows oil to evenly spread over metal surface to provide a even lubricating film
Non-gumming chemistry leaves machinery and dies clean and free of sticky residues
Non-staining and evaporates completely leaving no residues

Typical Characteristics

Description Test Method Unit Value

Appearance Visual - Clear, bright fluid

Density @ 15.6 °C (60 °F) ASTM D4052 kg/m³ 760

Specific Gravity @ 15.6°C (60 °F) ASTM D4052 - 0.76

Flash Point, TCC ASTM D56 °C (°F) > 43 (> 110)

Copper Corrosion, 3 hrs @ 100 °C (212 °F) ASTM D130 - max 1b

Subject to usual manufacturing tolerances.
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Storage
To avoid product deterioration always keep the container/drum tightly sealed. Store the product in a cool, dry place away
from direct sunlight. Prevent exposure to frost and avoid water ingress. For optimum product stability, it is preferable to
store the product indoors between 5°C and 33 °C / 41°F and 90°F.
 
For more details, please refer to the product safety data sheet
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This data sheet and the information it contains is believed to be accurate as of the date of printing. However, no warranty or representation, express or implied, is
made as to its accuracy or completeness. Data provided is based on standard tests under laboratory conditions and is given as a guide only. Users are advised
to ensure that they refer to the latest version of this data sheet. It is the responsibility of the user to evaluate and use products safely, to assess suitability for the
intended application and to comply with all applicable laws and regulations. Material Safety Data Sheets are available for all our products and should be
consulted for appropriate information regarding storage, safe handling, and disposal of the product. No responsibility is taken by either BP plc or its subsidiaries
for any damage or injury resulting from abnormal use of the material, from any failure to adhere to recommendations, or from hazards inherent in the nature of the
material. All products, services and information supplied are provided under our standard conditions of sale. You should consult our local representative if you
require any further information.

Castrol Industrial, Technology Centre , Whitchurch Hill , Pangbourne , Reading , RG8 7QR , United Kingdom

http://msdspds.castrol.com

Page: 2/2


